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MULTI STAR
SYSTEMS

Description Unit TAD-CONS-MIDU-25IT TAD-CONS-MIDU-35IT TAD-CONS-MIDU-50IT

Cooling Heating Cooling Heating Cooling Heating

Power supply V/Ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50

Rated capacity
(min.-max.) (EN14511) kW 2,70 (0,50-3,40) 2,90 (0,60-3,65) 3,52 (0,80-4,40) 3,80 (1,50-4,40) 5,2 (1,20-6,20) 5,3 (1,10-6,20)

Pdesign kW 2,7 2,6 3,5 3,2 5,2 4,8

Air flow I.U. 
(sa.-a.-ma.-m.-mb.-b.-sb.) m³/h 500-430-410-370-330-280-250 600-520-480-440-400-360-280 750-670-600-520-470-430-350

Dehumidification l/h 0,8 1,2 1,8

Sound pressure 
[sa.-a.-ma.-m.-mb.-b.-sb.] dB(A) 39-36-34-32-29-26-23 39-36-34-32-29-25-22 44-40-38-36-33-29-25 44-40-38-36-33-29-25 49-47-45-42-40-37-32 51-48-45-43-40-38-33

Sound power 
[sa.-a.-ma.-m.-mb.-b.-sb.] dB(A) 52-48-46-44-41-38-35 52-48-46-44-41-37-34 55-51-49-47-44-40-36 55-51-49-47-44-40-36 60-58-56-53-51-48-43 60-57-54-52-49-47-42

Liquid pipe diameter mm (inch) 6,35 (1/4") 6,35 (1/4") 6,35 (1/4")

Gas pipe diameter mm (inch) 9,52 (3/8") 9,52 (3/8") 12,7 (1/2")

Net dimensions
(H/W/D) mm 600/700/215 600/700/215 600/700/215

Net weight Kg 16 16 16

Description Unit TAD-VEGA-IDU-20IT TAD-VEGA-IDU-25IT TAD-VEGA-IDU-35IT TAD-VEGA-IDU-50IT TAD-VEGA-IDU-70IT

Cooling Heating Cooling. Heating Cooling Heating Cooling Heating Cooling Heating

Power supply V/Ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50 220-240/1/50 220-240/1/50

Rated capacity
(min.-max.) (EN14511) kW 2,10 2,60 2,70 

(0,80-3,80)
3,00

 (0,90-4,25)
3,50 

(0,90-4,40)
3,81

(0,90-4,70)
5,2 

(1,00-6,10)
5,6

(1,19-6,60)
7,1 

2,00-8,80)
7,8 

(1,80-9.45)

Air flow I.U. 
(sa.-a.-ma.-m.-mb.-b.-sb.) m³/h 500-430-300 610-570-540-470-440-420-390 700-650-600-540-480-420-360 850-750-680-610-570-520-460 1250-1100-1000-950-900-850-800

Dehumidification l/h 0,8 0,8 1,4 1,9 2,4

Sound pressure 
[sa.-a.-ma.-m.-mb.-b.-sb.] dB(A) 40-37-35-28 40-37-35-28 38-36-34-31-

29-27-25
38-37-35-34-

32-29-28
42-38-35-32-

29-27-25
42-38-36-34-

32-30-28
44-43-41-39-

36-34-30
48-45-42-40-

38-36-33
48-44-41-40-

38-36-33
50-47-43-41-

40-36-35
Sound power 
[sa.-a.-ma.-m.-mb.-b.-sb.] dB(A) 55-49-47-40 55-49-47-40 54-48-46-43-

41-39-37
56-49-47-46-

44-41-40
57-50-47-44-

41-39-37
52-48-46-44-

42-40-38
60-56-54-51-

49-47-43
60-58-55-53-

51-49-46
64-59-56-55-

53-51-48
64-62-58-56-

55-51-50

Liquid pipe diameter mm (inch) 6,35 (1/4") 6,35 (1/4") 6,35 (1/4") 6,35 (1/4") 6,35 (1/4")

Gas pipe diameter mm (inch) 9,52 (3/8") 9,52 (3/8") 9,52 (3/8") 12,7 (1/2") 15,88 (5/8")

Net dimensions
(H/W/D) mm 254/819/185 291/894/211 291/894/211 304/1017/221 328/1135/247

Net weight Kg 8,5 11 11 13,5 16,5

Description Unit TAD-POLA-IDU25IT TAD-POLA-IDU35IT TAD-POLA-IDU50IT TAD-POLA-IDU70IT

Cooling Heating Cooling Heating Cooling Heating Cooling Heating

Power supply V/Ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50 220-240/1/50

Rated capacity
(min.-max.) (EN14511) kW 2,70 

(0,40-3,70)
3,00 

(0,70-4,00)
3,50 

(0,90-4,30)
3,81 

(0,90-4,70)
5,10 

(1,00-6,50)
5,60 

(1,10-6,80)
7,10 

(1,00-8,80)
7,80 

(1,50-9.50)

Air flow I.U. 
(sa.-a.-ma.-m.-mb.-b.-sb.) m³/h 610-530-500-450-350-290-230-180 650-540-505-405-380-330-310-260 1000-960-870-810-720-640-600-550 1250-1100-1000-950-900-850-800-600

Dehumidification l/h 0,8 1,4 1,9 2,4

Sound pressure 
[sa.-a.-ma.-m.-mb.-b.-sb.] dB(A) 39-36-33-30-25-

23-21-18
39-36-34-31-30-

29-27
43-39-37-34-32-

30-24-18
44-39-37-35-33-

32-31
47-45-43-41-35-

33-30-26
47-45-42-40-38-

36-33
48-44-41-40-38-

37-35-27
50-47-43-41-40-

38-36
Sound power 
[sa.-a.-ma.-m.-mb.-b.-sb.] dB(A) 57-50-47-44-39-

36-35-32
57-50-48-45-44-

43-41
58-54-52-49-47-

45-39-33
58-53-51-49-47-

46-45
60-58-56-54-48-

46-43-39
60-58-55-53-51-

49-46
65-59-56-55-53-

51-48-42
64-62-58-56-55-

51-50

Liquid pipe diameter mm (inch) 6,35 (1/4") 6,35 (1/4") 6,35 (1/4") 6,35 (1/4")

Gas pipe diameter mm (inch) 9,52 (3/8") 9,52 (3/8") 12,7 (1/2") 15,88 (5/8")

Net dimensions
(H/W/D) mm 276/890/206 291/894/211 333/1000/249 333/1138/249

Net weight Kg 9,0 9,0 13,5 15,5




